
Technisches Datenblatt

MLT 635-130 PS+ 
Teleskoplader



MLT 635-130 PS+

* Calculated on a 35% handling, 35% loading, 15% deceleration and 15% road base

Kapazität Angaben imperial

Max. Tragfähigkeit 3500 kg 7716 lbs

Max. Hubhöhe 6.08 m -

Max. Reichweite 3.20 m -

Reichweite bei max. Höhe 0.60 m -
Ausbrechkraft mit Schaufel 5883 daN -
Gewicht und Abmessungen

Leergewicht (mit Gabelzinken) 7405 kg -
1 - Bodenfreiheit 0.41 m -
2 - Gesamtlänge bis Aufnahme 4.66 m -
3 - Radstand 2.60 m -
4 - Gesamtbreite der Kabine 0.95 m -
5 - Gesamtbreite 2.39 m -
6 - Gesamthöhe 2.38 m -
Einknickwinkel 12 ° 12 °
Auskippwinkel 134 ° 134 °
7 - Äußerer Wenderadius 3.77 m -

460/70 R24 159A8 
A580 - Alliance

460/70 R24 159A8 A580 -
Alliance

7.10 s 7.10 s
5.10 s 5.10 s
6 s 6 s

4.50 s 4.50 s
3 s 3 s

2.40 s 2.40 s

Deutz Deutz

Abgasnorm Stufe IV / Tier 4 Final Stage IV / Tier 4 Final

Modell TCD 3.6 l TCD 3.6 l

Zylinder/Hubraum 4 - 3621 cm³ 4 - 220 in³
Leistung 129 PS / 95 kW 129 hp / 95 kW

Max. Drehmoment 500 Nm bei 1600 rpm 500 Nm at 1600 rpm

Zugkraft beladen 8020 daN -

Umkehrlüfter Standard Standard

Kühlsystem
4 Kühler (Wasser+Ladeluft

Hydraulik- und Getriebe-
ölkühler)

4 radiators (water + intercooler
+ hydraulic oil + transmission

oil)

Getriebe

Typ Powershift Plus mit
Drehmomentwandler 

Torque Converter with
Powershift Plus gearbox

Anzahl der Gänge (vorwärts/rückwärts) 6/3 6/3

Max. Fahrgeschwindigkeit (abhängig spezifischer Vorschriften) 40 km/h -

Differenzialsperre Sperrdifferenzial an der 
Vorderachse

Limited slip differential on front
axle

Parkbremse Manuell Manual parking brake

Betriebsbremse
Ölbadlamellenbremse an der
Vorder- und Hinterachse

Hydraulic oil immersed multi-
disc braking on front & rear

axles

Hydraulik

Pumpentyp Load Sensing Pumpe Load sensing pump

Durchflussmenge - Druck 150 l/min - 270 bar  -

Mengenteiler Standard Standard
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* Calculated on a 35% handling, 35% loading, 15% deceleration and 15% road base

Capacities metric imperial

Max. capacity 3500 kg 7716 lbs

Max. lifting height 6.08 m -

Max. outreach 3.20 m -

Reach at max. height 0.60 m -

Breakout force with bucket 5883 daN -

Weight and dimensions

Unladen weight (with forks) 7405 kg -

1 - Ground clearance 0.41 m -

2 - Overall length to carriage 4.66 m -

3 - Wheelbase 2.60 m -

4 - Overall width of cab 0.95 m -

5 - Overall width 2.39 m -

6 - Overall height 2.38 m -

Crowd angle 12 ° 12 °

Dump angle 134 ° 134 °

7 - External turning radius (over tyres) 3.77 m -

Standard tyres 460/70 R24 159A8 A580 -
Alliance

460/70 R24 159A8 A580 -
Alliance

Performances

Lifting 7.10 s 7.10 s

Lowering 5.10 s 5.10 s

Extension 6 s 6 s

Retraction 4.50 s 4.50 s

Crowd 3 s 3 s

Dump 2.40 s 2.40 s

Engine

Brand Deutz Deutz

Environmental norm Stufe Stage IV / Tier 4 Final

Model TCD 3.6 l TCD 3.6 l

Number of cylinders - Cubic capacity 4 - 3621 cm³ 4 - 220 in³

Power 129 hp / 95 kW 129 hp / 95 kW

Max. torque 500 Nm at 1600 rpm 500 Nm at 1600 rpm

Laden drawbar pull 8020 daN -

Reversible fan Standard Standard

Cooling system
4 radiators (water + intercooler
+ hydraulic oil + transmission

oil)

4 radiators (water + intercooler
+ hydraulic oil + transmission

oil)

Transmission

Type Torque Converter with
Powershift Plus gearbox

Torque Converter with
Powershift Plus gearbox

Number of gears (forward/reverse) 6/3 6/3

Max. travel speed (may vary according to applicable regulations) 40 km/h -

Differential lock Limited slip differential on front
axle

Limited slip differential on front
axle

Parking brake Manual parking brake Manual parking brake

Service brake
Hydraulic oil immersed multi-
disc braking on front & rear

axles

Hydraulic oil immersed multi-
disc braking on front & rear

axles

Hydraulics

Hydraulic pump type Load sensing pump Load sensing pump

Hydraulic flow - Pressure 150 l/min - 250 bar  -

"Flow sharing" distributor Standard Standard

Standardbereifung

Geschwindigkeit Hydraulik

Heben

Senken

Einknicken

Auskippen

Teleskop einfahren

Teleskop ausfahren

Motor

Hersteller



135 l 36 US gal.

Tankvolumen

Hydraulik Öl 

Kraftstoff 120 l 32 US gal.

Diesel Exhaust Fluid (AdBlue® type) 10 l 11 US gal.
Geräusch und Vibration

Geräuschpegel in der Kabine 73 dB

Geräuschemission

73 dB 

105 dB 105 dB
Vibration an Händen und Armen <2.5 m/s² <2.5 m/s²

Sonstiges

Sicherheit
Traktorenhomologation

EN 15000 Norm
"ROPS - FOPS Level 2"

Tractor homologation
EN 15000 Norm

"ROPS - FOPS Level 2" cab.

MLT 635-130 PS+

yre options

Optional tires Overall machine width

Trelleborg - 460/70 R24 159A8 TH400 2.37 m 2.40 m

Michelin - 460/70 R24 159A8 XMCL 2.37 m 2.40 m

Trelleborg - 500/70 R24 164A8 TH400 2.39 m 2.43 m

Michelin - 500/70 R24 164A8 XMCL 2.39 m 2.44 m

Michelin - 460/70 R24 159A8 Bibload 2.37 m 2.40 m

Michelin - 500/70 R24 164A8 Bibload 2.39 m 2.44 m

Michelin - 15.5 R25 XHA 2.37 m 2.33 m

Nokian - 460/65 R24 159A8 Tri Steel 2.36 m 2.37 m

Options / Finishing
S : Standard / O : Optional / - : Not available

Tank capacities

Hydraulic oil 135 l 36 US gal.

Fuel 120 l 32 US gal.

Diesel Exhaust Fluid (AdBlue® type) 10 l 11 US gal.

Noise & vibration

Noise at driving position (LpA) 73 dB 73 dB

Environmental noise (LwA) 105 dB 105 dB

Vibration to whole hand / arm >2.5 m/s² >2.5 m/s²

Miscellaneous

Safety
Tractor homologation

EN 15000 Norm
"ROPS - FOPS Level 2" cab.

Tractor homologation
EN 15000 Norm

"ROPS - FOPS Level 2" cab.
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Tyre options

Optional tires Overall machine height Overall machine width

Trelleborg - 460/70 R24 159A8 TH400 2.37 m 2.40 m

Michelin - 460/70 R24 159A8 XMCL 2.37 m 2.40 m

Trelleborg - 500/70 R24 164A8 TH400 2.39 m 2.43 m

Michelin - 500/70 R24 164A8 XMCL 2.39 m 2.44 m

Michelin - 460/70 R24 159A8 Bibload 2.37 m 2.40 m

Michelin - 500/70 R24 164A8 Bibload 2.39 m 2.44 m

Michelin - 15.5 R25 XHA 2.37 m 2.33 m

Nokian - 460/65 R24 159A8 Tri Steel 2.36 m 2.37 m

Options / Finishing
S : Standard / O : Optional / - : Not available

Tank capacities

Hydraulic oil 135 l 36 US gal.

Fuel 120 l 32 US gal.

Diesel Exhaust Fluid (AdBlue® type) 10 l 11 US gal.

Noise & vibration

Noise at driving position (LpA) 73 dB 73 dB

Environmental noise (LwA) 105 dB 105 dB

Vibration to whole hand / arm <2.5 m/s² -

Miscellaneous

Safety
Tractor homologation

EN 15000 Norm
ROPS - FOPS Level 2 cab.

Tractor homologation
EN 15000 Norm

ROPS - FOPS Level 2 cab.
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Optionale Bereifung

Räder Gesamthöhe der Maschine Gesamtbreite der Maschine

Trelleborg - 460/70 R24 159A8 TH400 2.37 m 2.40 m

Michelin - 460/70 R24 159A8 XMCL 2.37 m 2.40 m

Michelin - 460/70 R24 159A8 Bibload 2.37 m 2.40 m

Michelin - 15.5 R25 XHA 2.37 m 2.33 m

Nokian - 460/65 R24 159A8 Tri Steel 2.36 m 2.37 m
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Lastdiagramm

Maßbild

Maschine auf Rädern mit Gabelzinken

Gelände Lastdiagramm (EN 1459 B)
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